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INSTALLATION MANUAL
Arrington Performance 2011 6.4 Cold Air Intake With the API 85mm Throttle Body

392 HEMI 2011 Challenger

Please take a few moments to review this manual thoroughly before you begin work. Verify that your 
kit is complete (see parts list below). If you discover shipping damage or missing parts, please call us 
immediately. Review exactly what is required in terms of tools, time, and experience before undertak-
ing this installation. 

Caution! - Modifying your vehicle without the proper knowledge, tools, or precautions can be dan-
gerous! Check your area before you begin the installation process. Remove any open flames such as 
cigarettes or pilot lights. DO NOT smoke in the installation area. Arrington Performance is not respon-
sible for improper installation or damage to your vehicle caused by installation or improper driving.

Parts List:
•	 API Cold Air Intake Shield and Cover (air box)
•	 Carbon fiber intake tube
•	 14” of crank case breather hose
•	 Custom API cone air filter media and steel clamp

Tools Required:
•	 Safety glasses
•	 Flat head screwdriver
•	 Side cutters
•	 8MM Metric wrench or equivalent
•	 10MM Metric wrench or equivalent
•	 11MM Metric wrench or equivalent
•	 4mm Allen key

Helpful Tools: 
•	 Ratchet and Sockets
•	 Fender Blanket
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Step 1.)

The photo to the right is your factory 
setup. Take a moment to familiarize 
yourself with the area you will be work-
ing in.

Note: Using a fender blanket will keep 
you from leaning directly on your fend-
ers during installation. Care should 
be taken to avoid scratching 
the paint on your fenders.

Step 2.)

Unplug the wiring harness from the 
air temperature sensor on the side of 
the stock intake elbow as shown in 
the photo to the right. Start by sliding 
the red tab with your thumb away from 
the sensor. Next, depress the tab at 
the back of the plug to release it for 
removal.

Step 3.)

Remove the oil cap as shown and set it 
to the side in a safe location.



Step 4.)

Next, remove the driver side coil cover 
as shown in the photo to the right.

Step 5.)

Now loosen the throttle body side of the 
intake elbow as shown.

Step 6.)

Next, remove the bolt as shown in the 
photo to the right with a 10mm socket/
ratchet or equivalent.



Step 7.)

Disconnect the crank case breather 
hose from the engine side as shown.

Step 8.)

Now you can safely remove the stock 
air intake box from the engine bay.

Step 9.)

Once the stock air intake box is free, 
loosen up the clamp connecting the air 
intake elbow to the air intake filter box 
as shown.    



Step 10.)

Separate the items as shown and store 
the stock air intake box in a dry, envi-
ronmentally controlled area. Keep the 
air intake elbow close for re-application.                          

Step 11.)

Now we can disconnect the stock 
throttle body from the wiring harness. 
Begin by sliding the red catch torward 
the plug wires.

Step 12.)

Next, depress the tab at the back of the 
plug to release it from the throttle body.



Step 13.)

Loosen all 4 of the bolts connecting 
the stock throttle body to the intake as 
shown to remove it for storage.

Step 14.)

Next, gently pull the o-ring from the 
intake inlet as shown in the photo to the 
right, making sure not to cut or deface 
it.

Step 15.)

Remove the top stock throttle body 
location tab with side cutters as shown 
in the photo to the right.



Step 16.)

Remove the lower stock throttle body 
location tab with side cutters as shown 
in the photo to the right.

Step 17.)

Next, file down any of the remaining 
tabs from the removal process. Make 
sure the surface is good and smooth 
to maintain a good seal for the new 
throttle body.

Step 18.)

Next, put the o-ring back into its original 
position, taking care not to cut or de-
face it.



Step 19.)

Next, clock the new API 85mm throttle 
body as shown and bolt it into place 
using the four 8mm bolts you removed 
from stock throttle body.

Step 20.)

Tighten bolts accordingly.

Step 21.)

Plug the new throttle body back into the 
wiring harness using the same plug that 
was removed from the stock throttle 
body.



Step 22.)

Now we can slide the new API airbox 
heat shield into place, making sure that 
the shield is kept to the inside corner of 
the engine bay tab as shown circled in 
red.

Step 23.)

Once the heat shield is properly seated, 
apply and tighten the tab bolt as shown.

Step 24.)

Apply the second bolt as shown, to 
properly secure the new airbox heat 
shield.



Step 25.)

Next, insert the new carbon fiber intake 
tube as shown with the breather hose 
fitting facing the vehicle firewall as 
shown. BREATHER HOSE FITTING

Step 26.)

Apply the throttle body side of the stock 
elbow as shown.

Step 27.)

Apply the intake tube side of the elbow 
as shown.



Step 28.)

Tighten both steel clamps on either 
side of the elbow to secure its location.

Step 29.)

Next, apply the cone filter media onto 
the new fiber intake tube as shown.

Step 30.)

Make sure the filter is pressed firmly 
against the rubber heat shield trimming.



Step 31.)

Using and 11mm ratchet/socket or 
equivalent, tighten down the filter.

Step 32.)

Next, attach the new API cold air intake 
cover as shown, applying the back end 
of the cover first to allow for proper 
closure.

Step 33.)

Using a 4mm allen key or equivalent, 
start by bolting down the rear corner of 
the cover as shown without completely 
tightening to allow for slight adjustment. 
This will make locating the other 2 bolts 
easier. Once the other two are properly 
located (make sure not to cross-thread 
bolts) tighten all 3 allen bolts down so 
secure cover.



Step 34.)

Reconnect the air temperature sensor 
to the wiring harness as shown.

Step 35.)

Connect the crank case breather hose 
to the new intake tube as shown with 
the new breather hose provided by Ar-
rington Performance.

Step 36.)

Reconnect the new breather hose 
to the crank case breather fitting as 
shown.



Step 37.)

Replace the coil cover as shown.

Step 38.)

Next, replace the oil cap.

Step 39.)

Finally, check all connections to make 
sure everything is secured.

Take your 392 Challenger for a test 
drive!


